











STEP 1 ASSEMBLE BASE FRAME

To ease assembiy , Do Nottigiten any bolts until instructed.

1. Attach the Base Stabilizer (201 to the Base Frame (1), using
two 172" X F1/4" Hex Bolts (229, three 172" Washers (235)
and one /2" hylon Mut (237).
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STEP 3 ASSEMBLE LEG PRESS CABLE

Assembie cables ahd pulleys simultaneously.

1. Locate the Floating Pulley Block (21) assembled to the hase unit of the G, Linscrew
the Floating Pulley Block (213, Screwy the Rubber Stopper (207) into the Top F rame
(27 in place of the Floating Pulley Block (213, Flip the Floating Pulley Block (21) over
iyou will need to remove the pulley swhen daoing thisy so that the flat end of Floating
Fulley Block (213 is resting against the Hubber Stopper (207 as shown in Fig. 1.

2. Screw the threaded end ofthe Leg Press Cable (2170 about half weay into the
threaded receptacle inthe Floating Pulley Block (21). This is an adjustment area
where the cable can be tightened or loosened. Be cettain to always have at least one
third of the threaded end ofthe cable screwed into the Floating Pulley Block (213,
Also be certain to tighten the locking nut securely to prevent the cable from
Unscrewing.

3. Route the flat end of the cable down and under the verical pulley (216) mounted to
the Base Stakilzer (201 using one 28" X 1-3/4" Hex Bolt (230 and ane 38" Mylon
Mut (233) as shown in Fig. 2.

4. Continue routing the cable meer to the horizontal Pulley (2168 mounted to the Base
atabilizer (201 using one 38" X 1-3r4" Hex Bolt (2300 as shown in Fig. 3.

8. Route the cable under a pulley mounted under the seat using two Leg Press
Bushings (223), one 218" X 3" Hex Bolt (229), twio 308" Washers (236), and one 2rg"
My lon Mot (238) as shown in Fig. 4.

B. Continue routing aver top of a pulley mounted in the end of the Leg Press Support
(203 using two Leg Press Bushings (223, ane 28" ¥ 3" Hex Bolt (229), two 38"
Washers (236), and one I8 Mylon MNut (238 as shown in Fig. 5.

7. Attach the flat end of the cahle to the base of the Leg Press Support (203) using one
8" W 4" Hex Bolt (227) and one 28" Mylon Mut (238).




STEP 3 ASSEMBLE LEG PRESS CABLE
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Assembly is complete! Please take the following steps hefore using the gym:

1. Makze certain all bolts are tightened securely.

2 Wiake cerain all cahles are seated into all pulley groowes. A cable
mubbing-againsgt steel will peel the nylon coating, woiding wamanty
and resulting in aneed for replacement.

3. Pre-stretch the cables. Full on the cables wath great force, helping
remnove any links and providing any initial cable stretch

4. Be aware the cables can loosen and glightly stretch upon initial use

5 For better performance, apply a household lubncant (such as slicone)
to any adjustable areas.

6. Enjoy many years of a Fit Lifestyle

Thank you for purchasing the BodyCraft GX GYM LEG PRESS. If
You have any guestions, please call your local BodyCraft dealer or
call our customer service department at 300-990-5536




